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			Climomaster Anemometer – 6501 Series

The most accurate handheld hot-wire anemometer of its kind

Request Quote 


		
 
	
 
	
		
			Precision Engineered for Unmatched Accuracy

The Kanomax Climomaster 6501 Series stands as a testament to precision engineering, offering an unparalleled 2% m.v. accuracy level. This exceptional accuracy earmarks it as the world’s most precise hot-wire airflow meter, ideal for research-grade applications.

Versatile and Interchangeable Probe Options

This anemometer boasts remarkable flexibility with a suite of eight different probe types, each meticulously designed for specific environments. Whether it’s measuring temperature, humidity, turbulent or high-velocity airflow, or in confined spaces like circuit board cooling profiles, these probes are fully interchangeable with a single main unit, requiring no additional calibration, thus ensuring seamless adaptability.

Robust Data Management

With a substantial storage capacity for 20,000 records and advanced data logging capabilities, the Climomaster 6501 ensures detailed and extensive data collection. For enhanced functionality, optional features like a pressure sensor and analog output are available upon request.

Designed for Various Applications

The Climomaster 6501 is the go-to instrument for a range of critical applications. Its diverse utility spans HVAC Testing, Indoor Air Quality (IAQ) Investigations, Critical Environment Certification, HEPA Filter Performance Testing, Turbulent Air Testing, and Manufacturing Process Controls.

Comprehensive Accessory Range

To bolster its performance, the Climomaster 6501 Series comes with an array of additional accessories. These include software for data analysis, extension rods for hard-to-reach areas, a hands-free case for convenience, and specialized cable lengths to suit varied requirements.

Automatic Barometric Pressure Compensation

A standout feature of the Climomaster 6501 is its automatic barometric pressure compensation. This ensures that the device maintains its high accuracy even in extreme altitudes, making it a reliable tool in diverse environmental conditions.


		
 
	
 










	
		
			More Information

Navigate the tab section below to see this product’s Features & Benefits, Specifications, Resources, and more.
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	Features & Benefits
	Probes
	Specifications
	Resources
	Accessories
	Videos
	FAQ


        
	Its sleek, ergonomic design with anti-slip grip comes standard with a highly visible backlit display making it the handheld choice of Journeymen technicians in the field.
	Stores up to 20,000 data points which is easily downloaded to your company computer for analysis via the USB interface.
	The optional software allows the users to view real-time data graphically formatted on their company computer
	For your convenience the anemometer keeps track of its own calibration cycle and reminds you when it is due for calibration*.
	The Climomaster 6501-CE measures pressure and features an analog output.
	Equipped with an automatic atmospheric pressure compensation function.
	When the direction of the airflow is known, choose a unidirectional probe.
	When the direction of the airflow is unknown or turbulent, choose an omnidirectional probe.


*Annual NIST TRACEABLE CALIBRATIONS are performed at our facility in Andover, NJ.




	 Probe Model	6531-2G	6541-2G	6561-2G	6542-2G	6533-2G	6543-2G	6551-2G	6552-2G
	Air Velocity Range (FPM)	2 to 6000	2 to 6000	2 to 9840	2 to 6000	2 to 1000	2 to 1000	2 to 6000	2 to 6000
	Airflow Direction	Uni	Uni	Uni	Omni	Omni	Omni	Omni	Omni
	Probe Type	Rod	Rod	Rod	Needle	Spherical	Spherical	Miniature	Miniature
	Air Velocity	O	O	O	O	O	O	O	O
	Temperature	O	O	O	O	O	O		
	Relative Humidity	O				O			






Climomaster Main Unit Specifications


	Main Unit Specifications
	Differential Pressure
	Range	-5 to 5 kPa
	Resolution	0.01 kPa
	Accuracy	±3% of READING or ±0.01 kPa whichever is greater
	General Specifications
	Analog Output	DC 0 to 1 V
	Interface	USB / Printer
	Datalogging	Stores up to 20000 measurement data
	Power Supply	6 × AA Batteries or AC Adapter (AC 100 to 240 V , 50/60 Hz)
	Weight	0.9 lbs (400 g)
	Operating Environment	41 to 104°F (5 to 40°C) with no condensation
	Storage Environment	14 to 122°F (-10 to 50°C) with no condensation
	Standards	CE-mark
	Warranty	2 year
	What’s Included	Meter, Operation Manual, Carrying Case, USB Cable, AA Batteries, 2m Probe Cable





	Unit Model	6501-0E	6501-CE
	Differential Pressure		O
	Analog Output		O
	USB Interface	O	O
	Printer Interface	O	O




Climomaster Probe Specifications


	Measurement Specifications
	Air Velocity
	Range	2 to 9840 FPM (0.01 to 50 m/s)
	Resolution	1 FPM (0.01 m/s)
	Accuracy	+/- 2% of READING or +/- 0.015 m/s (+/- 3 FPM) whichever is greater
	Temperature
	Range	-4 to 158°F (-20 to 70°C)
	Resolution	1°F (0.1°C)
	Accuracy	+/- 1°F (+/- 0.5 °C)
	Relative Humidity
	Range	2.0 to 98.0 %RH
	Resolution	0.1%
	Accuracy	±2.0% (at range of 2 to 80%) ±3.0% (at range of 80 to 98%)
	General Specifications
	Operating Environment	-4 to 158°F (-20 to 70°C) with no condensation
	Storage Environment	14 to 122°F (-10 to 50°C) with no condensation
	Standards	CE-mark
	Warranty	2 year
	Standard Accessories	Probe, NIST Certificate







	 Probe Model	6531-2G	6541-2G	6561-2G	6542-2G	6533-2G	6543-2G	6551-2G	6552-2G
	Air Velocity Range (FPM)	2 to 6000	2 to 6000	2 to 9840	2 to 6000	2 to 1000	2 to 1000	2 to 6000	2 to 6000
	Airflow Direction	Uni	Uni	Uni	Omni	Omni	Omni	Omni	Omni
	Probe Type	Rod	Rod	Rod	Needle	Spherical	Spherical	Miniature	Miniature
	Air Velocity	O	O	O	O	O	O	O	O
	Temperature	O	O	O	O	O	O		
	Relative Humidity	O				O			







User Manual

Download 

Data Sheet - English

Download 

Data Sheet - Espanol

Download 

Probe Engineering Drawings

Download 

Application Note - Anemometer Selection Guide

Download 

Application Note - Evolution of Hotwire Probes

Download 

Application Note - The Relationship Between Air Velociy, Temperature and Pressure

Download 

Application Note - Measuring Airflow in the Cleanroom

Download 

Software - Manual

Download 

<!--



Software - Instrument USB Driver





Download 




-->


	Uni-directional Rod Probe (V/T/H): Model 6531-2G
	Omni-directional Spherical Probe (V/T/H): Model 6533-2G
	Uni-directional Rod Probe (V/T): Model 6541-2G
	Omni-directional Needle Probe (V/T): Model 6542-2G
	Omni-directional Spherical Probe (V/T): Model 6543-2G
	Omni-directional Mini-Spherical Probe (V): Model 6551-2G
	Omni-directional Mini-Spherical Probe with 90° Radius Bend (V): Model 6552-2G
	Uni-directional Rod Probe (V/T): Model 6561-2G
	Probe Flexible Extension Rod: Model 6531-04
	Probe Telescopic Extension Rod: Model 6531-05
	Portable Printer: Model DPU-S245
	Portable Printer Paper: Model TP-5RLPK
	6501 Series Hands-Free Case: Model 6000-63
	AC Adapter: Model 6113-02
	PC Software: Model 6000-41
	2M Probe Cable: Model 6531-06
	5M Probe Cable: Model 6531-09
	10M Probe Cable: Model 6531-10
	20M Probe Cable: Model 6531-11




Getting Started with Kanomax Climomaster 6501 Series Anemometers

View Video 

Kanomax Climomaster Hot-wire Anemometer - Overview

View Video 




                
                    


        
        
                
                                            
                            
                            
                        
                        How do hot-wire anemometers measure air velocity?
                                    

                
                    They measure the air speed by calculating how fast the probe sensor is being cooled by the airflow.

                

        
                
                                            
                            
                            
                        
                        Aren't all hot-wire anemometers the same? Why should I buy a 6501 series anemometer?
                                    

                
                    The principles behind all hot-wire anemometers may be the same, but the quality varies. Simply put, with our temperature compensation sensor, our Climomaster is the most accurate with an accuracy of +/- 2%. This is due to several factors: 1) We calibrate the temperature compensation sensor, as well as the velocity sensor. Other manufacturers only calibrate the velocity sensor. 2)We use special high-quality materials, like our platinum sensors, that increase accuracy. 3) Our manufacturing facility uses not 1, but 4 specialized wind tunnels to test and calibrate our anemometers. These wind tunnels include a low velocity tunnel, high tunnel velocity and a variable temperature wind tunnel. 4) We’ve been making anemometers for over 80 years. During that time we’ve perfected our knowledge and refined our manufacturing process to produce a research-grade instrument.

                

        
                
                                            
                            
                            
                        
                        Does the unit come with an NIST traceable certificate?
                                    

                
                    Yes, all our instruments come with a calibration certificate.

                

        
                
                                            
                            
                            
                        
                        How often does the unit need to be calibrated?
                                    

                
                    Kanomax recommends annual calibration to ensure accuracy.

                

        
                
                                            
                            
                            
                        
                        What kinds of airflow can I measure with my Kanomax anemometer?
                                    

                
                    You can measure clean air between -4 and 158°F (-20 to 70°C) in an environment with no visible condensation. (Please note: the temperature range given is for the probes).

                

        
                
                                            
                            
                            
                        
                        Can I measure airflow in flammable and corrosive gases?
                                    

                
                    No, these are thermal anemometers that generate heat when in operation; if you expose them to a flammable gas it could cause a fire or explosion. Corrosive or caustic gases, such a chlorine, will damage the sensor on contact. While it is possible to use the instrument in a non-flammable, non-caustic gases the instrument is not calibrated for these gases and it will not measure airflow accurately.

                

        
                
                                            
                            
                            
                        
                        I bought a Climomaster anemometer. Can I add the analog and/or pressure options?
                                    

                
                    No. Unfortunately these options are built into the main unit and must be ordered with the unit. They cannot be added later.

                

        
                
                                            
                            
                            
                        
                        Which operating systems is the software compatible with?
                                    

                
                    Windows XP (32-bit only), Vista, Windows 7 and Windows 10. (Please Note: Anemomaster Professional comes with software. It is available as an option for the Climomaster.)

                

        
                
                                            
                            
                            
                        
                        What is included with the Climomaster unit?
                                    

                
                    The unit ships in a hard carrying case and includes a probe connector cable, 6 x AA batteries, and a NIST traceable calibration certificate. Note: The main body does not come with a probe, but we do have combo part numbers available that include a probe.

                

        
                
                                            
                            
                            
                        
                        The Climomaster probes are listed as interchangeable. What does that mean?
                                    

                
                    The Climomaster probes use a smart technology that keeps the calibration data on a small chip inside each probe. This means you can swap out the probes freely in the field without needing to recalibrate either the probes or the main unit. You can also swap out the probe cable in the field if you need different lengths for different applications.

                

        
                
                                            
                            
                            
                        
                        I have a challenging application. How can I be sure the Kanomax Climomaster will fit my needs?
                                    

                
                    Give us a call! Our customer service team is happy to discuss your application and find a solution that works for you. We won’t sell you a product that doesn’t meet your needs.
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			Getting Started with the Climomaster 6501 Series Anemometers

Kanomax Climomaster 6501 Series Anemometers are research-grade hot-wire anemometers suitable for a range of applications.

Learn about 6501 Series models, probes and uses in the video below.

View Video 


		
 
	
 










	
		
			Our sales representatives are here to help you find the right instrument for your application. Fast.

Request a quote today to find the product you need with expert assistance.

Request a Quote Today 
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			Anemomaster Professional Anemometer – Model 6036

View Product 
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			Anemomaster LITE Anemometer – Model 6006-DE

View Product 
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			Rotating Vane Anemometers – 6820 Series

View Product 
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			TABmaster Airflow Capture Hood – Model 6720

View Product 
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	By submitting this form, you are consenting to receive marketing emails from: Kanomax USA, Inc., 219 US Highway 206, Andover, NJ, 07821, US, https://www.kanomax-usa.com. You can revoke your consent to receive emails at any time by using the SafeUnsubscribe® link, found at the bottom of every email. Emails are serviced by Constant Contact.
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This field is for validation purposes and should be left unchanged.
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		We use cookies on our website to give you the most relevant experience by remembering your preferences and repeat visits. By clicking “Accept”, you consent to the use of ALL the cookies.
Cookie settingsACCEPT


Manage consent

  
	
		  
			
			Close
		  
		  
			
	
		
			
				Privacy Overview
				
					This website uses cookies to improve your experience while you navigate through the website. Out of these, the cookies that are categorized as necessary are stored on your browser as they are essential for the working of basic functionalities of the website. We also use third-party cookies that help us analyze and understand how you use this website. These cookies will be stored in your browser only with your consent. You also have the option to opt-out of these cookies. But opting out of some of these cookies may affect your browsing experience.
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	cookielawinfo-checbox-analytics	11 months	This cookie is set by GDPR Cookie Consent plugin. The cookie is used to store the user consent for the cookies in the category "Analytics".
	cookielawinfo-checbox-functional	11 months	The cookie is set by GDPR cookie consent to record the user consent for the cookies in the category "Functional".
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	cookielawinfo-checkbox-performance	11 months	This cookie is set by GDPR Cookie Consent plugin. The cookie is used to store the user consent for the cookies in the category "Performance".
	viewed_cookie_policy	11 months	The cookie is set by the GDPR Cookie Consent plugin and is used to store whether or not user has consented to the use of cookies. It does not store any personal data.
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